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Application
Guide

MAL-GRIT XTRA™

Applications
Stripping:

MAL-GRIT™

How to Select the Correct Malish Rotary Product

When contacting our customer service department, please provide the
following information to help us assist you in ordering the proper product.

Pad Driver or Brush

If your preference is to have a dedicated
product, select a brush. If you have a
variety of applications, your choice may be
a pad holder. The surface being cleaned
and the amount of dirt build-up will help
determine the selection. The key to
remember when ordering these items is
the block diameter in relationship to the
machine size. A brush is sized 2 inches
smaller than the machine because of the
flare of the brush fibers. Pad drivers are
specified 1 inch smaller than the machine.

&\

Machine Make and
Model Number

When calling customer service,
please have the machine
manufacturer and model number
to help determine the block size,
center hole diameter and clutch
plate necessary to attach the
block to the machine. If the
machine size is not apparent
from the model number, please
provide this specification.

Equipment
Reference List

View or download at:
www.malish.com/literature.html

How to Break in a Nylon or Polypropylene Carpet Brush

Before using a new brush on carpeting, the brush should be broken in according to the
following directions. This will eliminate possible excess drag by “tipping” the strands,
removing any possible burrs caused by the manufacturing process.

Break-in Procedure

1. Mount the brush on the floor machine. Follow ALL instructions included in your

owner’s manual.

2. Find a rough textured floor surface, preferably unfinished concrete.

3. Operate the machine on this surface. Run the machine DRY for approximately
15-20 minutes. The brush fibers will take a slight set or lean in the direction of

machine rotation.

4. Rinse the brush to remove any dirt caught when running machine. The brush is

now ready to be used on carpeting.
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MAL-GRIT LITE™

Nylon
028

CLEAN GRIT™
.028" Nylon
.025"/.028"
Polypropylene

Butcher (Flat) Wire
022 Grit

Union Mix
Uni-Block™ .022 Poly

Mastic Removal
Uni-Block™
Uni-Block™ .050 Grit

Terrazzo [
Vinyl Tile
Ceramic/Quarry Tile
Linoleum

Scarifying Concrete
Concrete Scraping

General Scrubbing:
Heavily Soiled Concrete ®
Moderate to Lightly
Soiled Concrete
Vinyl Tile
Terrazzo
Ceramic/Quarry Tile
Linoleum
Marble
"“Raised Disc” Rubber Tile
Non-Slip Epoxy Finish
Carpet Scrubbing

Hard Surface Polishing:
"“Raised Disc” Rubber Tile
Marble
Linoleum/Vinyl Tile
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TUFTED PAD DRIVERS

MALISH

A. PAD-LOK™

Heavy polypropylene strands trimmed irregular at 3/4" are staple set in our TUFF-BLOCK®, making
this the superior tufted pad driver choice. Tufts penetrate into the pad for secure holding power.
Includes our 1-1/4" thick plastic riser. (Can also be ordered without riser.)

B. MAL-LOK™ Style |

1" offset trimmed heavy polypropylene tufts penetrate pad at different depths for maximum
holding power. An excellent choice for use on automatic machines and for bonnets and yarn pads.

PAD-II\.OK'" MALFLOK'” Block
Style | Diameter
782710 782450 Wood 10"
782711 782451 Plastic 1m""
782712 782452 Plastic 12"
782713 782453 Plastic 125
782714 782454 Plastic 14"
782715 782455 Plastic 15"
782716 782456 Plastic 16"
782717 782457 Plastic 17"
782718 782458 Plastic 18"
782719 782459 Plastic 198
782720 782460 Plastic 20"
782721 782461 Plastic 21"
782722 — Plastic 22"
Risers

Plastic risers are available in thicknesses of either 1-1/4" (standard) or 1-1/2". Marine grade
plywood risers are available for use on wood blocks or when non-standard center hole
dimensions are required.

Part No. Description Diameter Center Hole Height Photo Ref.
ZRPLRISER Plastic Riser 6-3/4" 5" 1-1/4" C
ZRPLR125 Plastic Riser 6-3/4" 4or5" 1-1/4" D
ZRPLR150 Plastic Riser 6-3/4" 4or5" 1-12" E

ZR12080000  Wood Riser 8" 12" 1-1/4" F
ZR14080000  Wood Riser 8" 12" 1-12" G
NPSP Spacer 6-3/4" 5 3/8" H

WARNING!

Do not use brush or pad with flammable
materials (fuels, solvents, thinner, etc.) or
serious bodily harm or injury could result
from possible fire or explosion.




POLYMERIC FACE PAD DRIVERS
MALISH

Exsen A. TRI-LOK" }

Pending

Revolutionary, pate.nt pending design combines the NP-9200 TRU-FIT® Universal Clutch Plate,
built-in riser and a triangular showerfeed system for a cost-effective pad driver capable of
handling the toughest jobs. Drives all standard or economy floor pads and bonnets.

B. MIGHTY-LOK®

The molded polymer pad face has hundreds of individual hooks that grip into the threads of
a floor pad and hold it securely while operating. The solid block includes a built-in riser and
showerfeed holes allow use with solution dispensing machines.

C. MIGHTY-LOK®3 ;

This multi-purpose pad driver can be used with diamond discs as well as pads, bonnets, and
abrasive pucks. The molded polymer pad face has hundreds of individual hooks that grip
into the threads of a floor pad, bonnet or diamond disc and hold it securely while the
machine is operating. The pad driver includes a molded riser and universal Malish NP-9200

Tru-Fit® Clutch Plate mounted onto the block.

D. SURE-LOK®

The SURE-LOK® System is an exclusive Malish design for use on dual and high speed
(300 rpm) machines. The SURE-LOK® face combines our MIGHTY-LOK® molded polymer
pad gripping material with a foam cushion to absorb vibration and a stiff plastic backing
to stabilize the unit. SURE-LOK® REQUIRES THE USE OF THE HIGH SPEED RISER (E).

E. HIGH SPEED RISER

The High Speed Riser further smoothes operation of the SURE-LOK® System. Works with all
Malish standardized 5" center hole Clutch Plates, including the NP-9200 TRU-FIT® Universal
Clutch Plate.

A Block Block B C ) Block
TRI-LOK™ Type Diameter MIGHTY-LOK® MIGHTY-LOK®3 SURE-LOK® Diameter
789215NP92  Plastic 15" 786713 786713XNP — 13"
789216NP92  Plastic 16" 786714 7867 14XNP — 14"
789217NP92  Plastic 17" 786715 786715XNP 786755 158
789218NP92  Plastic 18" 786716 7867 16XNP 786756 16"
789219NP92  Plastic 19" 786717 786717XNP 786757 17"
789220NP92  Plastic 20" 786718 786718XNP 786758 18"
786719 786719XNP 786759 19"
786720 786720XNP 786760 20"
786721 — — 21"
786722 — — 22"
E
Part No. Description

780071 High Speed Riser for SURE-LOK®

Remember: Never use a pad driver without a pad and
replace pads on a regular basis. This will protect the pad
driver material and ensure longer effective life.

Replacement facings available.




UNI-BLOCK™ SHOWERFEED SYSTEM

MALISH

UNI-BLOCK™ Showerfeed System ;

All-in-one design for convenience and economy! Uni-Block™ Showerfeed Systemn combines
an injection molded polypropylene block with the patented NP-9200 TRU-FIT® Universal
Clutch Plate and either a pad driver, grit brush or poly brush. The Uni-Block™ line includes
Uni-Block™ Tufted Pad Driver, Uni-Block™ Grit Brush (available in two different grits) or
Uni-Block™ Poly Brush, depending on the application.

Every product in the Uni-Block™ Showerfeed System is manufactured to exacting
performance specifications for durability and peak performance.

¢ Designed to fit industry-standard 17" and 20" floor machines
e Available with 16" or 19" Pad Drivers
¢ Choose from 15" or 18" Poly and Grit Brushes

¢ Fiberglass-reinforced nylon NP-9200 TRU-FIT® Universal Clutch Plate built into the
block for added strength

Filament Filament  Grit Machine

Description Color Dia. Size Size

UNI-BLOCK™ PAD DRIVER

With molded riser and NP-9200 TRU-FIT® Universal Clutch Plate

862716 16" Tufted Pad Driver Red — — 17"
862719 19" Tufted Pad Driver Red — — 20"

UNI-BLOCK™ POLY SCRUB

With NP-9200 TRU-FIT® Universal Clutch Plate

852415 15" General Purpose Scrub Brush ~ Black .022 — 17"
852418 18" General Purpose Scrub Brush  Black .022 — 20"

UNI-BLOCK™ GRIT SCRUB/STRIP
With NP-9200 TRU-FIT® Universal Clutch Plate

854115 15" Grit Scrub Brush Grey .022 120 17"
854118 18" Grit Scrub Brush Grey .022 120 20"
853215 15" Grit Strip Brush Black .050 80 17"
853218 18" Grit Strip Brush Black .050 80 20"

A Revolutionary, Cost-Effective Concept in

Rotary Brushes and Pad Drivers




MALISH

GRIT ROTARY BRUSHES

MAL-GRIT" brushes offer solutions to a wide range of cleaning situations. Silicone
carbide impregnated nylon bristles are self-replenishing as brush wears, offering
unmatched value that outlasts floor pads over 100 to 1! That translates directly into
time and cost savings. Featuring our water and chemical resistant TUFF-BLOCK® for
maximum life expectancy. All grit brushes must be run in a wet environment. Trim
Length: 1-1/2".

A. MAL-GRIT LITE™
Offers the durability of grit brushes with minimum aggression. For daily scrubbing of a
variety of tiles, marble, terrazzo and non-slip epoxy finishes.

B. CLEAN-GRIT"

An excellent general scrubbing brush for frequent maintenance cleaning. Flexible enough
for cleaning narrow grout lines and uneven surfaces.

C. MAL-GRIT SCRUB™ ..

Ideal for daily scrubbing and maintenance. While the smaller diameter bristles offer flexibility,
the larger grit size offers exceptional scrubbing.

D. MAL-GRIT”"
Our most popular grit brush. An aggressive brush for general scrubbing or stripping finishes

from hard surfaces. Effectively cleans wide grout lines.

E. MAL-GRIT XTRA"

The most aggressive grit available. This heavy gauge nylon with larger grit is used for
stripping heavily soiled floors, such as concrete floors in an industrial setting.

Bristle Color  Bristle Diameter  Grit Size Pad Replacement
MAL-GRIT LITE™ Red 018 500 Light Scrubbing - Red
CLEAN-GRIT™ Blue .035 180  Medium Scrubbing - Blue
MAL-GRIT SCRUB™ Green .022 120  General Scrubbing - Green
MAL-GRIT™ Black .050 80 Stripping - Black
MAL-GRIT XTRA™ Orange .070 46 High Productivity - Black
A B C D E
MAL-GRIT LITE®  CLEAN-GRIT* MAL-GRIT SCRUB™ MAL-GRIT™ MAL-GRIT XTRA* Block Block
(RED) (BLUE) (GREEN) (BLACK) (ORANGE) Type Diameter
773410 776510 773010 773210 773610 Wood 10"
813411 776511 813011 773211 773611 Plastic 11"
813412 776512 813012 773212 773612 Plastic 12"
813413 816513 813013 813213 813613 Plastic 13"
813414 816514 813014 813214 813614 Plastic 14"
813415 816515 813015 813215 813615 Plastic 15"
813416 816516 813016 813216 813616 Plastic 16"
813417 816517 813017 813217 813617 Plastic 17"
813418 816518 813018 813218 813618 Plastic 18"
813419 816519 813019 813219 813619 Plastic 19"
813420 816520 813020 813220 813620 Plastic 20"
813421 816521 813021 813221 813621 Plastic 21"

& ? Ideal for use on irregular surfaces and grout lines where pads are
‘\ ineffective.






